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the following list, the land mobile pro-
tected contour excludes the area with-
in 95 kilometers of the corresponding
coordinates from the list below.

City Chan-
nel

Coordinates

Latitude Longitude

San Diego, CA ............ 15 32°41′48″ 116°56′10″
Waterbury, CT ............. 20 41°31′02″ 073°01′00″
Washington, DC .......... 14 38°57′17″ 077°00′17″
Washington, DC .......... 20 38°57′49″ 077°06′18″
Champaign, IL ............. 15 40°04′11″ 087°54′45″
Jacksonville, IL ............ 14 39°45′52″ 090°30′29″
Ft. Wayne, IN .............. 15 41°05′35″ 085°10′42″
South Bend, IN ............ 16 41°36′20″ 086°12′44″
Salisbury, MD .............. 16 38°24′15″ 075°34′45″
Mt. Pleasant, MI .......... 14 43°34′24″ 084°46′21″
Hanover, NH ................ 15 43°42′30″ 072°09′16″
Canton, OH ................. 17 40°51′04″ 081°16′37″
Cleveland, OH ............. 19 41°21′19″ 081°44′24″
Oxford, OH .................. 14 39°30′26″ 084°44′09″
Zanesville, OH ............. 18 39°55′42″ 081°59′06″
Elmira-Corning, NY ..... 18 42°06′20″ 076°52′17″
Harrisburg, PA ............. 21 40°20′44″ 076°52′09″
Johnstown, PA ............ 19 40°19′47″ 078°53′45″
Lancaster, PA .............. 15 40°15′45″ 076°27′49″
Philadelphia, PA .......... 17 40°02′30″ 075°14′24″
Pittsburgh, PA ............. 16 40°26′46″ 079°57′51″
Scranton, PA ............... 16 41°10′58″ 075°52′21″
Parkersburg, WV ......... 15 39°20′50″ 081°33′56″
Madison, WI ................ 15 43°03′01″ 089°29′15″

(c) A low power TV or TV translator
station application will not be accept-
ed if it specifies a site that is within
the protected contour of a co-channel
or first adjacent channel land mobile
assignment.

(d) The low power TV or TV trans-
lator station field strength is cal-
culated from the proposed effective ra-
diated power (ERP) and the antenna
height above average terrain (HAAT)
in pertinent directions.

(1) The field strength is calculated
using Figure 10c of § 73.699 (F(50, 10)
charts) of Part 73 of this chapter.

(2) A low power TV or TV translator
station application will not be accept-
ed if it specifies the same channel as
one of the land mobile assignments and
its field strength at the land mobile
protected contour exceeds 52 dBu.

(3) A low power TV or TV translator
station application will not be accept-
ed if it specifies a channel that is one
channel above or below one of the land
mobile assignments and its field
strength at the land mobile protected
contour exceeds 76 dBu.

(e) To protect stations in the Off-
shore Radio Service, a low power TV or
TV translator station construction per-
mit application will not be accepted if

it specifies operation on channels 15,
16, 17 or 18 in the following areas. West
Longitude and North Latitude are ab-
breviated as W.L. and N.L. respec-
tively.

(1) On Channel 15: west of 92°00′ W.L.;
east of 98°30′ W.L.; and south of a line
extending due west from 30°30′ N.L.,
92°00′ W.L. to 30°30′ N.L., 96°00′ W.L.;
and then due southwest to 28°00′ N.L.,
98°30′ W.L.

(2) On Channel 16: west of 86°40′W.L.;
east of 96°30′W.L.; and south of a line
extending due west from 31°00′N.L.,
86°40′W.L. to 31°00′N.L., 95°00′W.L. and
then due southwest to 29°30′N.L.,
96°30′W.L.

(3) On Channel 17: west of 86°30′W.L.;
east of 96°00′W.L.; and south of a line
extending due west from 31°00′N.L.,
86°30′W.L. to 31°30′N.L., 94°00′W.L. and
then due southwest to 29°30′N.L.,
96°00′W.L.

(4) On Channel 18: west of 87°00′W.L.;
east of 95°00′W.L.; and south of
31°00′N.L.

[47 FR 21499, May 18, 1982, as amended at 50
FR 12027, Mar. 27, 1985; 50 FR 33942, Aug. 22,
1985]

§ 74.731 Purpose and permissible serv-
ice.

(a) Television broadcast translator
stations and television broadcast
booster stations provide a means
whereby the signals of television
broadcast stations may be retrans-
mitted to areas in which direct recep-
tion of such television broadcast sta-
tions is unsatisfactory due to distance
or intervening terrain barriers.

(b) Except as provided in paragraph
(f) of this section, a television broad-
cast translator station or television
broadcast booster station may be used
only to receive the signals of a tele-
vision broadcast station, another tele-
vision broadcast translator station, a
television translator relay station, a
television intercity relay station, a tel-
evision STL station, or other suitable
source such as a CARS or common car-
rier microwave station, for the simul-
taneous retransmission of the pro-
grams and signals of a television broad-
cast station. Such retransmissions may
be accomplished by either:
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(1) Reception of the television pro-
grams and signals of a television broad-
cast station directly through space,
conversion to a different channel by
simple heterodyne frequency conver-
sion and suitable amplification; or,

(2) Modulation and amplification of a
video and audio feed, in which case
modulating equipment meeting the re-
quirements of § 74.750(d) shall be used.

(c) The transmissions of each tele-
vision broadcast translator station
shall be intended for direct reception
by the general public and any other use
shall be incidental thereto. A tele-
vision broadcast translator station
shall not be operated solely for the pur-
pose of relaying signals to one or more
fixed receiving points for retrans-
mission, distribution, or further relay-
ing.

(d) The technical characteristics of
the retransmitted signals shall not be
deliberately altered so as to hinder re-
ception on conventional television
broadcast receivers.

(e) A television broadcast translator
station shall not deliberately re-
transmit the signals of any station
other than the station it is authorized
by license to retransmit. Precautions
shall be taken to avoid unintentional
retransmission of such other signals.

(f) A locally generated radio fre-
quency signal similar to that of a TV
broadcast station and modulated with
visual and aural information may be
connected to the input terminals of a
television broadcast translator or low
power station for the purposes of trans-
mitting still photographs, slides and
voice announcements. The radio fre-
quency signals shall be on the same
channel as the normally used off-the-
air signal being rebroadcast. When
transmitting originations concerning
financial support or public service an-
nouncements, connection of the locally
generated signals shall be made auto-
matically either by means of a time
switch or upon receipt of a control sig-
nal from the TV station being rebroad-
cast designed to actuate the switching
circuit. The switching circuit will be so
designed that the input circuit will be
returned to the off-the-air signal with-
in 30 seconds. The connection for emer-
gency transmissions may be made
manually. The apparatus used to gen-

erate the local signal which is used to
modulate the translator or low power
station must be capable of producing a
visual or aural signal or both which
will provide acceptable reception on
television receivers designed for the
transmission standards employed by
TV broadcast stations. The visual and
aural materials so transmitted shall be
limited to emergency warnings of im-
minent danger, to local public service
announcements and to seeking or ac-
knowledging financial support deemed
necessary to the continued operation of
the station. Accordingly, the origina-
tions concerning financial support and
PSAs are limited to 30 seconds each, no
more than once per hour. Acknowl-
edgements of financial support may in-
clude identification of the contribu-
tors, the size and nature of the con-
tribution and advertising messages of
contributors. Emergency transmissions
shall be no longer or more frequent
than necessary to protect life and prop-
erty.

(g) Low power TV stations may oper-
ate under the following modes of serv-
ice:

(1) As a TV translator station, sub-
ject to the requirements of this part;

(2) For origination of programming
and commercial matter as defined in
§ 74.701(f);

(3) For the transmission of subscrip-
tion television broadcast (STV) pro-
grams, intended to be received in intel-
ligible form by members of the public
for a fee or charge subject to the provi-
sions of §§ 73.642(e) and 73.644.

(h) A low power TV station may not
be operated solely for the purpose of re-
laying signals to one or more fixed re-
ceiving points for retransmission, dis-
tribution or relaying.

(i) Low power TV stations are subject
to no minimum required hours of oper-
ation and may operate in any of the 3
modes described in paragraph (g) of
this section for any number of hours.

(j) Television broadcast booster sta-
tions provide a means whereby the li-
censee of a television broadcast station
may provide service to areas of low sig-
nal strength in any region within the
primary station’s Grade B contour. The
booster station may not be located out-
side the predicted Grade B of its pri-
mary station nor may the predicted
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Grade B signal of the television booster
station extend beyond the predicted
Grade B contour of the primary sta-
tion. A television broadcast booster
station is authorized to retransmit
only the signals of its primary station;
it shall not retransmit the signals of
any other stations nor make inde-
pendent transmissions. However, lo-
cally generated signals may be used to
excite the booster apparatus for the
purpose of conducting tests and meas-
urements essential to the proper in-
stallation and maintenance of the ap-
paratus.

(k) The transmissions of a television
broadcast booster station shall be in-
tended for direct reception by the gen-
eral public. Such stations will not be
permitted to establish a point-to-point
television relay system.

[28 FR 13722, Dec. 14, 1963, as amended at 43
FR 1951, Jan. 13, 1978; 47 FR 21499, May 18,
1982; 47 FR 40172, Sept. 13, 1982; 48 FR 21487,
May 12, 1983; 52 FR 31404, Aug. 20, 1987]

§ 74.732 Eligibility and licensing re-
quirements.

(a) A license for a low power TV or
TV translator station may be issued to
any qualified individual, organized
group of individuals, broadcast station
licensee, or local civil governmental
body.

(b) More than one low power TV or
TV translator station may be licensed
to the same applicant whether or not
such stations serve substantially the
same area. Low power TV and TV
translator stations are not counted for
purposes of § 73.3555, concerning mul-
tiple ownership.

(c) Only one channel will be assigned
to each low power TV or TV translator
station. Additional low power or trans-
lator stations may be authorized to
provide additional reception. A sepa-
rate application is required for each
station and each application must be
complete in all respects.

(d) The FCC will not act on applica-
tions for new low power TV or TV
translator stations, for changes in fa-
cilities of existing stations, or for
changes in output channel tendered by
displaced stations pursuant to
§ 73.3572(a)(1), when such changes will
result in a major change until the ap-

plicable time for filing a petition to
deny has passed pursuant to § 73.3584(c).

(e) A proposal to change the primary
TV station being retransmitted or an
application of a licensed translator sta-
tion to include low power TV station
operation, i.e., program origination or
subscription service will be subject
only to a notification requirement.

(f) Applications for transfer of owner-
ship or control of a low power TV or
TV translator station will be subject to
petitions to deny.

(g) A television broadcast booster
station will be authorized only to the
licensee or permittee of the television
station whose signals the booster will
rebroadcast, to areas within the Grade
B contour of the primary station.

(h) No numerical limit is placed on
the number of booster stations that
may be licensed to a single licensee. A
separate license is required for each
television broadcast booster station.

[47 FR 21499, May 18, 1982, as amended at 48
FR 21487, May 12, 1983; 49 FR 20504, May 15,
1984; 52 FR 7423, Mar. 11, 1987; 52 FR 10571,
Apr. 2, 1987; 52 FR 31404, Aug. 20, 1987]

§ 74.733 UHF translator signal boost-
ers.

(a) The licensee of a UHF television
broadcast translator station may be
authorized to operate one or more sig-
nal boosters for the purpose of pro-
viding reception to small shadowed
areas within the area intended to be
served by the translator.

(b) The transmitting apparatus shall
consist of a simple linear radio fre-
quency amplifier, with one or more
amplifying stages, which is capable of
receiving, amplifying, and retransmit-
ting the signals of the parent trans-
lator without significantly altering
any electrical characteristic of the re-
ceived signal other than its amplitude.
The maximum power input to the plate
of the final radio frequency amplifier
shall not exceed 5 watts.

(c) The amplifier shall be equipped
with suitable circuits which will auto-
matically cause it to cease radiating if
no signal is being received from the
parent translator station. Care shall be
taken in the design of the apparatus to
insure that out-of-band radiation is not
excessive and that adequate isolation
is maintained between the input and
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